ASSEMBLY FORMAT REV. 6/3/05

2 1
DATE REV ECN APP'D. BY
- LENGTH L -— 03/04/24 A0 12333 KAW
- —|— 47.541.0 [1.870%.040]
—= = 9503 [.374t.012] - —|39.3+1.0 [1.547+.040]
PIN 2 PIN 1 —
" v (UL ! HHE= |
o 18 o 1 BT D o, 27010 [1083£040)
DUST CAP — * ‘
—] }ﬂﬁﬂ DUST CAP — .
0 _P/N Key.
PIN 1 PIN 19
— BC-HHR yyyz NN 9.6+0.3 [.377+.012]
0 il
2 Uﬂﬂ il UOM :
. M = Meters PIN 2 PIN 18
— [ength ——
Meters: 010=1.0M P/N LENGTH
015=1.5M
020=7.0M J D BC—HHROTOM | 1000+20MM
—— P2 — HDMI 1.4 Male, .
Right—Angle D o PIN  ASSIGNMENT
P1 — HDMI 1.4 Ma B T A "
- - . ae 1 “x 1 RED 14 ~— 14 RED
NOTES: ™ A
D} e ] O
1. COMPONENTS: Length L Tolerance: 4 A5 4 RED 13 13 WHITE
CABLE ¢ —gminm_ ¢ WTE 15 15 YELLOW
HOMI 1.4, 30V, 80°C, (5) SHIELDED 28AWG PAIRS (AL, DRAIN, MYLAR) + (4) 28AWG CONDUCTORS, Metric ; T om0 16 RED
ALUMINUM FOIL SHIELD, DRAIN WIRE, AND TINNED COPPER BRAID WITH 45% COVERAGE, 0 ~ 200mm  +10mm ) Y e WHTE SHELS 1 o et
PVC JACKET 0D=¢7.3MM, COLOR: BLACK, UL 20276, VW-1 201 ~ 1000mm  +20mm g —MEAM | 5 syep
PLUGS 1001 ~ 1500mm  +25mm 10 25 10 RED
MOLDING:  PVC, BLACK 1501 ~ 2100mm  +30mm 12— 12 vsv||_-|”|gED
CONTACTS:  COPPER ALLOY WITH GOLD OVER NICKEL PLATING >2100mm  +40mm M=
DUST CAPS:

PVC, TRANSPARENT
2. OPERATING TEMPERATURE RANGE: -20°C TO +80°C
5. STORAGE TEMPERATURE RANGE: —40°C TO +80°C

4. ELECTRICAL TESTING:
100% OPEN, SHORT, & CONTINUITY TEST
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